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(57) Abstract: The invention relates to a communications network planning system, in which an overview of sub-networks within 
^ a communications network is provided on a graphical user interface. The system is also provided with a selector field for selecting a 
QO graphical representation of a sub-network, comprising a hierarchically structured display of node types in the respective sub-network 
<D and a display of the links that exist between said node types. In addition, the system comprises a selector field for selecting a 
0© combined graphical representation of a respective section of interconnected sub-networks in the region of a sub -network gateway, 

said representation comprising a hierarchically structured display of node types that are present in the respective sub-network gateway 
— > region and a reproduction of connections that exist between said node types. The system is also provided with a control unit for 

controlling the graphical user interface according to selection entries that have been received by an input unit. 

f*^ (57) Zusammenfassung: In einem Kommunikationsnetzplanungssystem wird an einergraphischen Benutzerschnittstelle eine Uber- 
Q sicht uber Teilnetze innerhalb eines Kommunikationsnetzes bereitgestellt. AuBerdem wird ein Selektor zur Auswahl einer graphi- 
^ schen Darstellung eines Teilnetzes bereitgestellt, die eine hierarchisch gegliederte Wiedergabe von 

^ [Fortsetzung auf der ndchsten Seite] 
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im jeweiligen Teilnetz vorhandenen Knotenarten und eine Wiedergabe von zwischen diesen Knotenarten bestehenden Verkniipfun- 
gen umfaBt. Des weiteren wird ein Selektor zur Auswahl einer kombinierten graphischen Darstellung jeweils eines Ausschnittes von 
miteinander verbundenen Teilnetzen im Bereich eines Teilnetzubergangs bereitgestellt, die eine hierarchisch gegliederte Wieder- 
gabe von im jeweiligen Teilnetzubergangsbereich vorhandenen Knotenarten und eine Wiedergabe von zwischen diesen Knotenarten 
bestehenden Verbindungen umfaBt. Eine Steuerungseinheit ist zur Ansteuerung der graphischen Benutzerschnittstelle entsprechend 
von einer Eingabeeinheit empfangenen Selektionseingaben vorgesehen. 



